
6000
SERIES

NOTE:
• INSTALL PER FENCESCREEN MANUFACTURER RECOMMENDATIONS. 
• REFER TO STRUCTURAL PLANS FOR ALL FOOTING SIZES.

Elevation View

Attachment Enlargement
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Detail Name:

Drawing Number:

Insert Hedge Fence slats vertically 
top to bottom, with angle cut end 
downward, while revolving the 
slat clockwise with your fingers for 
easier installation.

PHONE: 1.888.313.6313          |          www.FenceScreen.com

6000 Series Natural Hedge 
Fence Slat

Drawings not to scale.

HEDGE FENCE 
SLAT 

Detail View

9, 11 or 11½” 82 10 linear feet

AVERAGE COVERAGE PER BOXSLATS PER BOXWIRE GAUGE

6000 Hedge Slat “8/32”, 2¼” or 2 4, 5, 6, 7, 8, 10 and 12 feet

STANDARD HEIGHTSSLAT WIDTHSLAT TYPE

6000 - HEDGE SLAT

MATERIAL COMPOSITION
Natural Hedge Fence Slats are made with 16-gauge, galvanized, braided wire and needles are made 
with 3-mil (PVC).

DURABILITY
PVC Fence Products are resistant to: severe weather conditions, salt water, sand, road dirt, most 
acids, alcohol, alkaline, ammonia, petroleum distillates and common environmental pollutants.

MAINTENANCE
Pressure cleaning of surface contaminants is quickly accomplished with plain water.

FEATURES
• UV stabilized to protect against the harmful rays of the sun.
• Flame retardant.
• 10-year, limited warranty.
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